
 

  

Price list 2022 

Range for pools and small rooms 
 

- DDS – Wall-hung dehumidifiers with cabinet 

- DCS – Wall-hung dehumidifiers for technical room installation 

- DVS – Floor-standing vertical dehumidifiers 

- DOS – Ductable horizontal dehumidifiers    

Price list 2022 – Rev. 01 – Valid from 01.06.2022 
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General Sales Conditions 

 

 

 

 

The prices indicated have to be considered as Ex-Works HiDew Srl. 

For specific and special quotations, please contact our Sales Dept. 

Delivery terms have to be agreed together with special conditions when the 

order is placed.  

Standard warranty: 24 months from the invoicing. 

For any further information feel free to contact our Depts. 
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DDS – Wall mounted design dehumidifiers for  

           swimming pools 
  

 

 

DDS and DCS series dehumidifiers with advanced control are completely autonomous and are 

conceived for wall-mounted installation in small private swimming pools.  

 

DDS models are thought to be installed directly in the room to be dehumidified and the 

pleasant design is suitable also for other ambiences, such as museum, archives, libraries, 

churches, cellars and basements. The sober but elegant look eases the installation in public 

and private ambiences, generally characterized by a sophisticated design.  

DCS models are thought for the installation in a technical room adjacent to the ambience to 

dehumidify: in this case, the installation requires supply and recover grilles.  

 

DDS and DCS dehumidifiers with advanced control are completely autonomous in managing 

humidity: the control on board reads the ambient humidity and activates the dehumidification 

process when necessary: finally, the installation of these units is particularly simple. 
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DDS 040 / 050 /060 

Models DDS 

Technical Data 040 050 060 

Dehumidifying capacity L/day 46 52 61 

Refrigerant type R410A 

Air flow m3/h 350 450 500 

Available static pressure Pa 40 

Available static pressure EC Pa 275 250 225 

Hot water coil capacity kW 3,7 4,5 

Electrical heaters capacity kW 1,65 

Power supply V/ph/Hz 230 / 1 / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 43 45 46 

Dimensions LxDxH mm 850x280x780 

Weight Kg 46 

Price List € 3.880,00 3.937,00 4.106,00 

 

  

Options & Accessories for models 040 / 050 / 060 

Hot water coil with 3-ways valve  € 720,00 

Electrical heaters (as an alternative to the hot water coil with 3-way valve) € 495,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 203,00 

Modulating EC fans € 461,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 422,00 

Silent version € 135,00 

Kit for display at distance (up to 10 m) - 41KA000182 € 66,00 

Kit for display at distance (up to 20 m) - 41KA000194 € 109,00 

RS485 Serial board Included 

Feet kit for floor installation - 41KA000180 € 169,00 

Replacement air filter, Class ISO Coarse 35% (G2) - HD70000068 € 79,00 

Back cover – 41KA000567 (in combination with 41KA000180) € 247,00  

Wooden cage € 308,00 

*Combined with hot water coil with 3-ways valve 
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DDS 070 / 090 / 100 

Models DDS 

Technical Data 070 090 100 

Dehumidifying capacity L/day 68 89 98 

Refrigerant type R410A 

Air flow m3/h 600 700 800 

Available static pressure Pa 40 

Available static pressure EC Pa 200 175 100 

Hot water coil capacity kW 6,1 6,8 7,5 

Electrical heaters capacity kW 2,56 3,3 

Power supply V/ph/Hz 230 / 1 / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 47 48 49 

Dimensions LxDxH mm 1050x280x780 

Weight Kg 55 

Price List € 4.387,00 4.611,00 4.837,00 

 

  

Options & Accessories for models 070 / 090 / 100 

Hot water coil with 3-ways valve  € 765,00 

Electrical heaters € 541,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 225,00 

Modulating EC fans € 461,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 422,00 

Silent version € 135,00 

Kit for display at distance (up to 10 m) - 41KA000182 € 66,00 

Kit for display at distance (up to 20 m) - 41KA000194 € 109,00 

RS485 Serial board Included 

Feet kit for floor installation - 41KA000180 € 169,00 

Replacement air filter, Class ISO Coarse (G2) - HD70000069 € 102,00 

Back cover – 41KA000568 (in combination with 41KA000180) € 263,00 

Wooden cage € 324,00 

*Combined with hot water coil with 3-ways valve 
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DDS 160 / 190 

Models DDS 

Technical Data 160 190 

Dehumidifying capacity L/day 165 186 

Refrigerant type R410A 

Air flow m3/h 1000 1200 

Available static pressure Pa 40 

Available static pressure EC Pa 120 90 

Hot water coil capacity kW 10,1 11,5 

Electrical heaters capacity kW 4 

Power supply V/ph/Hz 230 / 1 / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 51 53 

Dimensions LxDxH mm 1350x330x850 

Weight Kg 88 

Price List € 5.793,00 6.298,00 

 

  

Options & Accessories for models 160 / 190 

Hot water coil with 3-ways valve  € 822,00 

Electrical heaters € 619,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 406,00 

Modulating EC fans € 541,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 422,00 

Silent version € 158,00 

Kit for display at distance (up to 10 m) - 41KA000182 € 66,00 

Kit for display at distance (up to 20 m) - 41KA000194 € 109,00 

RS485 Serial board Included 

Feet kit for floor installation - 41KA000187 € 203,00 

Replacement air filter, Class ISO Coarse 35% (G2) - HD70000070 € 119,00 

Back cover – 41KA000569 (in combination with 41KA000187) € 279,00 

Wooden cage € 416,00 

*Combined with hot water coil with 3-ways valve 
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DDS 210 / 230 / 300 

Models DDS 

Technical Data 210 230 300 

Dehumidifying capacity L/day 211 226 290 

Refrigerant type R410A 

Air flow m3/h 1500 2000 

Available static pressure Pa 40 

Available static pressure EC Pa 60 60 40 

Hot water coil capacity kW 14,5 17 

Electrical heaters capacity kW 8 

Power supply V/ph/Hz 400 / 3+N / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 54 55 57 

Dimensions LxDxH mm 1550x330x850 

Weight Kg 100 102 

Price List € 8.098,00 8.548,00 9.448,00 

 

  

Options & Accessories for models 210 / 230 / 300 

Hot water coil with 3-ways valve  € 1.125,00 

Electrical heaters € 900,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 428,00 

Modulating EC fans (DDS 210; DDS 230) € 541,00 

Modulating EC fans (DDS 300) € 1.552,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 450,00 

Silent version € 158,00 

Kit for display at distance (up to 10 m) - 41KA000182 € 66,00 

Kit for display at distance (up to 20 m) - 41KA000194 € 109,00 

RS485 Serial board Included 

Feet kit for floor installation - 41KA000187 € 203,00 

Replacement air filter, Class ISO Coarse 35% (G2) - HD70000072 € 135,00 

Back cover – 41KA000570 (in combination with 41KA000187) € 297,00  

Wooden cage € 449,00 

*Combined with hot water coil with 3-ways valve 
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DCS – Piped dehumidifier for technical compartment 

installation swimming pool  
  

 

 

DDS and DCS series dehumidifiers with advanced control are completely autonomous and are 

conceived for wall-mounted installation in small private swimming pools.  

 

DDS models are thought to be installed directly in the room to be dehumidified and the 

pleasant design is suitable also for other ambiences, such as museum, archives, libraries, 

churches, cellars and basements. The sober but elegant look eases the installation in public 

and private ambiences, generally characterized by a sophisticated design.  

DCS models are thought for the installation in a technical room adjacent to the ambience to 

dehumidify: in this case, the installation requires supply and recover grilles.  

 

DDS and DCS dehumidifiers with advanced control are completely autonomous in managing 

humidity: the control on board reads the ambient humidity and activates the dehumidification 

process when necessary: finally, the installation of these units is particularly simple. 
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DCS 040 / 050 /060 

Models DCS 

Technical Data 040 050 060 

Dehumidifying capacity L/day 46 52 61 

Refrigerant type R410A 

Air flow m3/h 350 450 500 

Available static pressure Pa 40 

Available static pressure EC Pa 275 250 225 

Hot water coil capacity kW 3,7 4,5 

Electrical heaters capacity kW 1,65 

Power supply V/ph/Hz 230 / 1 / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 43 45 46 

Dimensions LxDxH mm 803x257x764 

Weight Kg 46 

Price List € 3.599,00 3.655,00 3.824,00 

 

  

Options & Accessories for models 040 / 050 / 060 

Hot water coil with 3-ways valve  € 720,00 

Electrical heaters (as an alternative to the hot water coil with 3-way valve) € 495,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 203,00 

Modulating EC fans € 461,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 422,00 

Silent version € 135,00 

Kit for display at distance (up to 10 m) - 41KA000182 € 66,00 

Kit for display at distance (up to 20 m) - 41KA000194 € 109,00 

RS485 Serial board Incluso 

In wall ducted plenum (2 pcs) - 41KA000183 € 281,00 

Supply and recovery air plenum (2 pcs) - 41KA000151 € 281,00 

Supply and recovery air grilles (2 pcs) - 41KA000155 € 338,00 

Replacement air filter, Class ISO Coarse 35% (G2) - HD70000068 € 79,00 

Wooden cage € 308,00 

*Combined with hot water coil with 3-ways valve 
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DCS 070 / 090 / 100 

Models DCS 

Technical Data 070 090 100 

Dehumidifying capacity L/day 68 89 98 

Refrigerant type R410A 

Air flow m3/h 600 700 800 

Available static pressure Pa 40 

Available static pressure EC Pa 200 175 100 

Hot water coil capacity kW 6,1 6,8 7,5 

Electrical heaters capacity kW 2,56 3,3 

Power supply V/ph/Hz 230 / 1 / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 47 48 49 

Dimensions LxDxH mm 1003x256x745 

Weight Kg 55 

Price List € 4.106,00 4.330,00 4.556,00 

 

  

Options & Accessories for models 070 / 090 / 100 

Hot water coil with 3-ways valve  € 765,00 

Electrical heaters € 541,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 225,00 

Modulating EC fans € 461,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 422,00 

Silent version € 135,00 

Kit for display at distance (up to 10 m) - 41KA000182 € 66,00 

Kit for display at distance (up to 20 m) - 41KA000194 € 109,00 

RS485 Serial board Included 

In wall ducted plenum (2 pcs) - 41KA000184 € 338,00 

Supply and recovery air plenum (2 pcs) - 41KA000152 € 338,00 

Supply and recovery air grilles (2 pcs) - 41KA000156 € 406,00 

Replacement air filter, Class ISO Coarse 35% (G2) - HD70000069 € 102,00 

Wooden cage € 324,00 

*Combined with hot water coil with 3-ways valve 
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DCS 160 / 190 

Models DCS 

Technical Data 160 190 

Dehumidifying capacity L/day 165 186 

Refrigerant type R410A 

Air flow m3/h 1000 1200 

Available static pressure Pa 40 

Available static pressure EC Pa 120 90 

Hot water coil capacity kW 10,1 11,5 

Electrical heaters capacity kW 4 

Power supply V/ph/Hz 230 / 1 / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 51 53 

Dimensions LxDxH mm 1302x306x834 

Weight Kg 88 

Price List € 5.455,00 5.962,00 

 

 

Options & Accessories for models 160 / 190 

Hot water coil with 3-ways valve  € 822,00 

Electrical heaters € 619,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 406,00 

Modulating EC fan € 541,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 422,00 

Silent version € 158,00 

Kit for display at distance (up to 10 m) - Code 41KA000182 € 66,00 

Kit for display at distance (up to 20 m) - Code 41KA000194 € 109,00 

RS485 Serial board Included 

In wall ducted plenum (2 pcs) - 41KA000185 € 393,00 

Supply and recovery air plenum (2 pcs) - 41KA000153 € 393,00 

Supply and recovery air grilles (2 pcs) - 41KA000157 € 619,00 

Replacement air filter, Class ISO Coarse 35% (G2) - HD70000070 € 119,00 

Wooden cage € 416,00 

*Combined with hot water coil with 3-ways valve 
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DCS 210 / 230 / 300 

Models DCS 

Technical Data 210 230 300 

Dehumidifying capacity L/day 211 226 290 

Refrigerant type R410A 

Air flow m3/h 1500 2000 

Available static pressure Pa 40 

Available static pressure EC Pa 60 60 40 

Hot water coil capacity kW 14,5 17 

Electrical heaters capacity kW 8 

Power supply V/ph/Hz 400 / 3+N / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 54 55 57 

Dimensions LxDxH mm 1503x306x834 

Weight Kg 100 102 

Price List € 7.761,00 8.211,00 9.110,00 

 

  

Options & Accessories for models 210 / 230 / 300 

Hot water coil with 3-ways valve  € 1.125,00 

Electrical heaters € 900,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 428,00 

Modulating EC fans (DCS 210; DCS 230) € 541,00 

Modulating EC fans (DCS 300) € 1.552,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 450,00 

Silent version € 158,00 

Kit for display at distance (up to 10 m) - 41KA000182 € 66,00 

Kit for display at distance (up to 20 m) - 41KA000194 € 109,00 

RS485 Serial board Included 

In wall ducted plenum (2 pcs) - 41KA000186 € 450,00 

Supply and recovery air plenum (2 pcs) - 41KA000154 € 450,00 

Supply and recovery air grilles (2 pcs) - 41KA000158 € 787,00 

Replacement air filter, Class ISO Coarse 35% (G2) - HD70000072 € 135,00 

Wooden cage € 449,00 

*Combined with hot water coil with 3-ways valve 
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DVS – Wall mounted dehumidifiers for swimming 

pools 
  

 

 

The DVS dehumidifiers with advanced control are completely autonomous, and are conceived 

for a vertical installation in private swimming pools. The attractive design is perfectly suitable 

also to other ambiances, such as museums, archives and cellars. 

DVS models are thought for an installation directly in the room that need to be dehumidified, 

and the sober but elegant look eases the installation in public and private ambiences, generally 

characterized by a sophisticated design.  

The series consists of 7 models, from 68 up to 230 l/day, according to dehumidifying capacity; 

from 600 up to 1400 m3/h, according to nominal air flow. 
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DVS 070 / 090 / 100 

Models DVS 

Technical Data 070 090 100 

Dehumidifying capacity L/day 67 92 99 

Refrigerant type R410A 

Air flow m3/h 600 700 800 

Available static pressure Pa 200 175 150 

Hot water coil capacity kW 6,1 6,8 7,5 

Electrical heaters capacity kW 1,65 3,3 

Power supply V/ph/Hz 230 / 1 / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 46 47 48 

Dimensions LxDxH mm 550x330x1700 

Weight Kg 80 

Price List € 4.780,00 5.005,00 5.230,00 

 

  

Options & Accessories for models 070 / 090 / 100 

Hot water coil with 3-ways valve  € 765,00 

Electrical heaters € 541,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 260,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 422,00 

Silent version € 135,00 

Cable for display connection (5 m) - 41KA000169 € 91,00 

Cable for display at distance (10 m) - 41KA000170 € 115,00 

Cable for display at distance (20 m) - 41KA000171 € 167,00 

RS485 Serial board Incluso 

Display mounted on board € 102,00 

Kit rectangular flange, top supply € 484,00 

Kit rectangular flange, back supply € 484,00 

Replacement air filter kit, Class ISO Coarse 35% (G2) - 41KA000571 € 102,00 

Wooden cage € 383,00 

*Combined with hot water coil with 3-ways valve 



 

20 

 

DVS 160 / 190 

Models DVS 

Technical Data 160 190 

Dehumidifying capacity L/day 161 182 

Refrigerant type R410A 

Air flow m3/h 1000 1200 

Available static pressure Pa 100 90 

Hot water coil capacity kW 10,4 11,9 

Electrical heaters capacity kW 5,12 

Power supply V/ph/Hz 230 / 1 / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 50 52 

Dimensions LxDxH mm 750x330x1700 

Weight Kg 140 

Price List € 6.355,00 6.917,00 

 

  

Options & Accessories for models 160 / 190 

Hot water coil with 3-ways valve  € 844,00 

Electrical heaters € 619,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 439,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 422,00 

Silent version € 158,00 

Cable for display connection (5 m) - 41KA000169 € 91,00 

Cable for display at distance (10 m) - 41KA000170 € 115,00 

Cable for display at distance (20 m) - 41KA000171 € 167,00 

RS485 Serial board Included 

Display mounted on board € 102,00 

Kit rectangular flange, top supply € 518,00 

Kit rectangular flange, back supply € 518,00 

Replacement air filter kit, Class ISO Coarse 35% (G2) - 41KA000571 € 102,00 

Wooden cage € 458,00 

*Combined with hot water coil with 3-ways valve 
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DVS 210 / 230 

Models DVS 

Technical Data 210 230 

Dehumidifying capacity L/day 213 225 

Refrigerant type R410A 

Air flow m3/h 1400 

Available static pressure Pa 40 

Hot water coil capacity kW 13,3 

Electrical heaters capacity kW 5,12 

Power supply V/ph/Hz 400 / 3+N / 50 

Sound level (1 m from the source, 

free field) 
dB(A) 53 54 

Dimensions LxDxH Mm 750x330x1700 

Weight Kg 160 

Price List € 8.829,00 9.336,00 

 

  

Options & Accessories for models 210 / 230 

Hot water coil with 3-ways valve  € 1.125,00 

Electrical heaters € 900,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 439,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 450,00 

Silent version € 158,00 

Cable for display connection (5 m) - 41KA000169 € 91,00 

Cable for display at distance (10 m) - 41KA000170 € 115,00 

Cable for display at distance (20 m) - 41KA000171 € 167,00 

RS485 Serial board Included 

Display mounted on board € 102,00 

Kit rectangular flange, top supply € 518,00 

Kit rectangular flange, back supply € 518,00 

Replacement air filter kit, Class ISO Coarse 35% (G2) - 41KA000571 € 102,00 

Wooden cage € 458,00 

*Combined with hot water coil with 3-ways valve 
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DOS – Ductable horizontal dehumidifiers for swimming pools 

  

 

 

 

The new DOS series dehumidifiers with advanced control are completely autonomous, and are 

designed for use in private swimming pools where a ducted machine for under ceiling 

installation is required. 

DOS dehumidifiers are perfect for all wet environments such as museums, libraries, archives, 

cellars. 

Designed for suspended ceiling installation, they can also be supplied with all the air 

distribution accessories such as plenums, grilles, ducts. The series consists of 7 models, from 

67 up to 225 L/day. The dehumidifiers of the DOS series are completely autonomous in the 

management of humidity and ambient temperature: the probes are supplied on board as 

standard and the control manages the compressor and the heating coil, if supplied. The 

installation of these units is therefore particularly simple. 
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DOS 070 / 090 / 100 

Models DOS 

Technical Data 070 090 100 

Dehumidifying capacity L/day 67 92 99 

Refrigerant type R410A 

Air flow m3/h 600 700 800 

Available static pressure Pa 200 175 150 

Hot water coil capacity kW 6,1 6,8 7,5 

Electrical heaters capacity kW 1,65 3,3 

Power supply V/ph/Hz 230 / 1 / 50 

Sound level (1 m from the source, 

free field)* 
dB(A) 46 47 48 

Dimensions LxDxH mm 1105 x 800 x 410 

Weight Kg 84 

Price List € 4.780,00 5.005,00 5.230,00 

*  Pressure level is declared with an available static pressure of 40 Pa 
  

Options & Accessories for models 070 / 090 / 100 

High efficiency air filter, Class ISO Coarse 75% (G4) € 102,00 

Hot water coil with 3-ways valve  € 765,00 

Electrical heaters € 541,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 260,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 422,00 

Silent version € 135,00 

Remote display with connection cable (2 m) Included 

Cable for display connection (5 m) - 41KA000169 € 91,00 

Cable for display at distance (10 m) - 41KA000170 € 115,00 

Cable for display at distance (20 m) - 41KA000171 € 167,00 

RS485 Serial board Included 

Kit supply flange for circular ducts 1 x d.250mm - 41KA000391 € 214,00 

Kit extraction flange for circular ducts 1 x d.250mm - 41KA000391 € 214,00 

Flexible pipes d.250 mm (Lot of 10 m) € 37,00 / m 

Replacement air filter, Class ISO Coarse 35% (G2) / 

Class ISO Coarse 75% (G4) - HD70000180 / HD70000182 
€ 119,00 / € 135,00 

Wooden cage € 383,00 

*Combined with hot water coil with 3-ways valve 
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DOS 160 / 190 

Models DOS 

Technical Data 160 190 

Dehumidifying capacity L/day 161 182 

Refrigerant type R410A 

Air flow m3/h 1000 1200 

Available static pressure Pa 230 200 

Hot water coil capacity kW 10,4 11,9 

Electrical heaters capacity kW 4,21 

Power supply V/ph/Hz 230 / 1 / 50 

Sound level (1 m from the source, 

free field)* 
dB(A) 50 52 

Dimensions LxDxH mm 1105 x 1050 x 510 

Weight Kg 147 

Price List € 6.355,00 6.917,00 

*  Pressure level is declared with an available static pressure of 40 Pa 
  

Options & Accessories for models 160 / 190 

High efficiency air filter, Class ISO Coarse 75% (G4) € 135,00 

Hot water coil with 3-ways valve  € 844,00 

Electrical heaters € 619,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 439,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 422,00 

Silent version € 158,00 

Remote display with connection cable (2 m) Included  

Cable for display connection (5 m) - 41KA000169 € 91,00 

Cable for display at distance (10 m) - 41KA000170 € 115,00 

Cable for display at distance (20 m) - 41KA000171 € 167,00 

RS485 Serial board Included 

Kit supply flange for circular ducts 2 x d.250mm - 41KA000392 € 260,00 

Kit extraction flange for circular ducts 2 x d.250mm - 41KA000392 € 260,00 

Flexible pipes d.250 mm (Lot of 10 m) € 37,00 / m 

Replacement air filter, Class ISO Coarse 35% (G2) / 

Class ISO Coarse 75% (G4) - HD70000179 / HD70000183 
€ 158,00 / € 180,00 

Wooden cage € 458,00 

*Combined with hot water coil with 3-ways valve 
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DOS 210 / 230 

Models DOS 

Technical Data 210 230 

Dehumidifying capacity L/day 213 225 

Refrigerant type R410A 

Air flow m3/h 1500 

Available static pressure Pa 150 

Hot water coil capacity kW 13,3 

Electrical heaters capacity kW 4,21 

Power supply V/ph/Hz 400 / 3+N / 50 

Sound level (1 m from the source, 

free field)* 
dB(A) 53 54 

Dimensions LxDxH mm 1105 x 1050 x 510 

Weight Kg 168 

Price List € 8.829,00 9.336,00 

*  Pressure level is declared with an available static pressure of 40 Pa 
  

Options & Accessories for models 210 / 230 

High efficiency air filter, Class ISO Coarse 75% (G4) € 135,00 

Hot water coil with 3-ways valve  € 1.125,00 

Electrical heaters € 900,00 

Neutral air temperature dehumidification mode* € 295,00 

Coils with epoxy coating € 439,00 

Hot gas defrost (mandatory for room air temperature below 14°C) € 450,00 

Silent version € 158,00 

Remote display with connection cable (2 m) Included 

Cable for display connection (5 m) - 41KA000169 € 91,00 

Cable for display at distance (10 m) - 41KA000170 € 115,00 

Cable for display at distance (20 m) - 41KA000171 € 167,00 

RS485 Serial board Included 

Kit supply flange for circular ducts 2 x d.250mm - 41KA000392 € 260,00 

Kit extraction flange for circular ducts 2 x d.250mm - 41KA000392 € 260,00 

Flexible pipes d.250 mm (Lot of 10 m) € 37,00 / m 

Replacement air filter, Class ISO Coarse 35% (G2) / 

Class ISO Coarse 75% (G4) - HD70000179 / HD70000183 
€ 158,00 / € 180,00 

Wooden cage € 458,00 

*Combined with hot water coil with 3-ways valve 
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Registered Office: Viale Spagna, 31/33   35020 Tribano (PD) Tel: +39 049 9588511 

Operational headquarters: Via Dell’Artigianato, 5   35026 Conselve (PD) Tel: +39 049 9502511 

info@hidew.it / www.hidew.it 


